
ADJUSTABLE INFLATABLE SHELTER

Model Adjustable Inflatable Shelter (US) BG350 (CAN)

Fits Standard Door Size 8' x 10.5' (2.4 x 3.2 m)

Seals Trailer Heights 11.5' - 13.5' (3.5 - 4.1 m) -  on typical 4' (1.2 m) dock height

Components One (1) head frame, one (1) inflatable header unit, two (2) vertical air frame units, one (1) trim 
angle, one (1) storage curtain, two (2) side supports

Head Frame 116" wide x 24" projection (2,946 x 610 mm). Pressure treated non-rot wood covered with  
translucent sheeting with UV inhibitors. Raked frame diverts water

Header Air Bag Material Polyester base using 14oz. premium grade vinyl

Vertical Air Bag Material Polyester base using 22oz. premium grade vinyl

Header Air Bag 116" wide x 48" drop (2,946 x 1,219 mm)

Vertical Air Bag 128" high x 14/18/22" projection (3,250 x 356/457/559 mm) with 4" x 24" (102 x 610 mm) heat 
sealed yellow guide stripe

Storage Curtain Consists of one (1) top curtain with 40oz. premium grade vinyl with 25" (635 mm) drop 

Inflate Mechanism 1/2 HP motor and blower assembly (115V)

Mounting Hardware All hardware included

Warranty Subject to standard limitations on liability. 
See www.bluegiant.com/support/product-warranty for more information

Blue Giant offers a full line of dock levelers, dock safety equipment, seals and shelters, accessories, ergonomic and scissor lift equipment and industrial trucks. Concurrent with our continuing 
product improvement program, specifications are subject to change without notice. Please contact Blue Giant for latest information. Some features illustrated may be optional in certain market areas. 
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AUTHORIZED DEALER

OPTIONAL FEATURES

• Galvanized frames with galvanized sheeting • Additional drop on header air bag

• Galvanized steel backer on verticals • Reflective guides

• Additional projection (per inch) • Other voltages available - consult factory

• 36" (914 mm) drop (highway trailers only)

Technical Specifications


